
RENAUD BROS., INC. 
283 Fort Bridgeman Road #2, Vernon, VT  05354       phone (802) 257-7383 
                    fax (802) 257-7308 
 
 
 
June 8, 2016 
 
 
 
 
Ann Gammell, PE 
Vermont Agency of Transportation 
Southeast Regional Construction Office 
P.O. Box 1837 
Wilder, VT 05088 
 
RE: Brattleboro BF 2000 (26) – Work Platform 
 
 
 
 
Dear Ann: 
 
We have addressed the notes and revised the plans and calculations. 
 
1. Explain how the deck concrete will be removed.  If concrete debris will be dropped on 

to the work platform during deck removal, explain what will be done to make sure that 
the design load is not exceeded. The work platform is not intended to be a debris 
platform. The existing deck will be saw cut and removed with excavators in 10’x10’ 
pieces. If large pieces drop to the platform they will be removed immediately however 
only small debris is expected to fall on the scaffolding. Once an area is opened up and 
safe for crews to get on the scaffolding it will be cleaned off. If we find the deck is not 
coming off in big pieces then we will have to adjust our removal procedure. 

 
2. Provide breakdown of the dead and live loads.  Do these values account for the truss 

self-weight and railing weight? See calculations attached. Is the load from the 
demolition of the concrete deck included in the live or dead load? The platform is good 
for 50psf heavy debris will not be on the word platform. A load summary of the 
components of the 20psf and the 50 psf loads should be provided to verify that the 
loads are receiving the appropriate load factors. See calculations attached. 

 
3.       The factored load for the bar joists is greater than the factored capacity. It is not clear 
 why the factored load is reduced for comparison to the factored capacity. Please 
 explain. See calculations attached. 



4.       Provide the reactions at the connection points to the bridge beams. Provide 
 calculations to show that the bridge beams have adequate capacity to support the 
 work platform load including calculations for the stresses in the bottom flange at the 
 connection points. See calculations attached. 
 
5.       Will the work platform be removed prior to pouring the deck? The work platform will not 
 be removed prior to placing the deck. The whole purpose of the platform is for 
 installing and removing the deck forms. 
 
6.       The calculations show 2 – 2x10s for the railing resisting the lateral 50 plf, the plan 
 drawing shows these members as 2- 2x6s. See new drawing and calculations. 
 
7.       The railing height shown on the plans is less than the 42” standard. See new drawings. 
 
 
 
Sincerely, 
 
Renaud Bros., Inc. 
 
 
Charlie Ezequelle 
Project Manager 



















No form work shall be placed on
the scaffolding until the existing
bridge deck is removed












